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AIR FILTER TECHNOLOGY (EN1822)

HEPA/EPA/ULPA CEILING FILTER

Specifications

* Optimized velocity distribution

* Low pressure drop, less energy consumption
« Guaranteec leak-free

* Available in all grades

e Various frame sizes with any dimensions

Filter Class; H13 - H14 - U15 Media; High quality glass fibre
Sealing Compound; Two component polyurethane Separators; Hotmelt
Frame type; Anodized, extruded aluminium Flammability Class; K2/F2 for normal Temp.
Faceguard; Aluminium sheet (powder coated) Max. Final Pressure Drop; 600 Pa
Gasket; EPDM flat, EPDM flat continous and PU foam Max. Operating Temperature; 75°C
High-efficiency HEPA Ceiling filters protect people, equipment
s y X Pack Available and processes from airborne particulate contamination. They
Filter Height EI leat area perm* ﬂlm Class (@ nominal air mem I:lne Depth are designed for clean room ceilings and cleanroom work
(PH-...{mm) face area m] for pleat () tables requiring high or very high levels of air purity to
T 4L T e 028 100 — provide laminar flow.
. ’ LEASAY o 0078
[T 50 1 253 H14 125 AF, AK_ AL, | 20 100, 110,
ST T, 125, 150
26,9 u1s 140 AX
. 5 314 H13 85 A AR R Lo on, e, Apﬂ!c?tlonsr]: Indusir;al:)rog(.eszes lee mllcros!elctromcs,
[mmmm o = 7 AK, AL, AX | 117, 125, 150 me |c.|ne, pharma, 'e 00 |T1 ustry, mlcr'o iology, .
i chemistry, laboratories, hospital and hospital operating
36,3 H13 75 AM. AE, AK, | 100, 110, 117 theatres, laminar flow boxes, fan filter units, nuclear energy
75 3 . AF, AK, , 110, 117,
Miﬂl]ﬂﬂ 37,9 H14 a0 AL, AX 125, 150 and nuclear research.
l'”n'” i 3 11,1 H13 70 AF, AK, AL, |110, 117, 125,
l l I 43,0 H14 85 B L Filtration area and pleat height designed with the optimum

1.1 H13 70 value are more important for performans of filters. The filters
l{nmm 80 5 AK, AL, AX | 117,125, 150 having high pleat height offer a good solution with lower

43,0 H14 83 operating costs and significantly reducing energy
48,4 H13 65 consumption.
100 -] AL, AX 125, 150
50,5 H14 80
125 7 60,5 H13 55 AX 150 HEPA and ULPA filters are tested and certified individually
I 63,2 H14 70 according tto EN1822 with the advanced technology. We
= Other pleat heights are available for special applications. would recommend the higher grades of prefilters to increase
* Diiferental Fressurs Toleranee r1ih the service life of the ceiling filters.

-AS-610x610-FB/1P

Filter Type < Gasket {On Dirty Side)

P :PuFoam C :EPDM flat continous

E :EPDM flat

*Available gasket on bothsides

EC :EPA Ceiling Filter
HC :HEPA Ceiling Filter

UC :ULPA Ceiling Filter

Pleat Height
1:50mm 3 :75mm 5:90mm 7 :125mm
2 :65mm 4 :85mm 6 :100mm

Filter Class (EN1822)
E10 H13  u1s5
E11 H14 U16

E12 u17
Frame Type < EE— Faceguarc
A :Aluminium FB :Both Sides FD :Dirty Side
M :MDF FC :Clean side FW :Without
FrameDepth
C :66mm D :90mm K :117mm ~* WidhtxHeight
S 9mm M :100mm L :125mm (mm x mm)

ADVANCED FILTRATION FOR A BETTER FUTURE!




AIR FILTER TECHNOLOGYV (EN1822)

EPA CEILING FILTER with Aluminium Frame (AN;78mm - PH;SOmm)
Filter Model Filter Dimensions Filtration Pleat Nominal Initial
Class WxHxD Area Height Airflow Pressure Drop
(EN1822) (mm) (m") (mm) (m'/h) (Pa)
EC-E10-AN-305x305-FC/1P EIO 305x305x78 2,3 50 150 80
EC-E10-AN-305x610-FC/1P EIO 305x610x78 45 50 300 80
EC-E10-AN-457x457-FC/1P EI0 457x457x78 5,1 50 340 80
EC-E10-AN-610x610-FC/1P ElO 610x610x78 9,0 50 600 80
EC-E10-AN-610x762-FC/1P EI0 610x762x78 11,2 50 750 80
EC-E10-AN-610x915-FC/1P EIO 610x915x78 13,5 50 900 80
EC-E10-AN-610x1220-FC/1P EI0 610x1220x78 18,0 50 1200 80
EC-E11-AN-305x305-FC/1P Ell 305x305x78 2,3 50 150 90
EC-E11-AN-305x610-FC/1P Ell 305x610x78 45 50 300 90
EC-E11-AN-457x457-FC/1P Ell 457x457x78 5,1 50 340 90
EC-E11-AN-610x610-FC/1P Ell 610x610x78 9,0 50 600 90
EC-E11-AN-610x762-FC/1P Ell 610x762x78 11,2 50 750 90
EC-E11-AN-610x915-FC/1P Ell 610x915x78 13,5 50 900 90
EC-E11-AN-610x1220-FC/1P Ell 610x1220x78 18,0 50 1200 90
UC-E12-AN-305x305-FC/1P E12 305x305x78 23 50 150 100
UC-E12-AN-305x610-FC/1P El12 305x610x78 45 50 300 100
UC-E12-AN-457x457-FC/1P E12 457x457x78 5,1 50 340 100
UC-E12-AN-610x610-FC/1P El12 610x610x78 9,0 50 600 100
UC-E12-AN-610x762-FC/1P E12 610x762x78 11,2 50 750 100
UC-E12-AN-610x915-FC/1P E12 610x915x78 13,5 50 900 100
UC-E12-AN-610x1220-FC/1P E12 610x1220x78 18,0 50 1200 100

"Other Dimensions are available on request.

EPA Ceiling Filter- Pleat Code:1 (PH50)

200 ‘
0 DB  cE11-AN-610x610-FC/1P

& 160 // Filter Model Epa Ceiling “
Beteo // Filter Class E11 (EN1822)
E # / Frame Material Aluminium =
& 120 Fiiter Depth 78mm

g 100 // / Fiiter Dimensions  yyyy {mm)

B .

2 9 /// Faceguard Side g ¢lean Side
o /‘/ Pleat Code PH;50mm

— Gasket type PU

03 035 04 045 05 055 06 065 07 075 08 085 09

Nominal Air Velocity [m/s)
— E10-50mm — EII-50mm — E12-50mm

“TOr Other pleat HEIghts CHECK the CUrves acc. ta pleat code.

A'DVANCro FILi'RiAilON FO'R A I3FTTE'R FUTU'RE!




AIR FILTER TECHNOLOGY (EN1822)

HEPA/ULPA CEILING FILTER with Aluminium Frame (AC;66mm - PH;50mm)

Filter Model Filter Dimensions Filtration Pl'eat Nc‘>minal Initial
Class WxHxD Area Height Airflow Pressure Drop
(EN1822) (mm) (m?) (mm) (m3/h) (Pa)
HC-H13-AC-305%x305-FB/1P H13 305x305x66 2,3 50 150 100
HC-H14-AC-457x610-FB/1P H13 305x610x66 4,5 50 300 100
HC-H14-AC-457x610-FB/1P H13 457x457x66 51 50 340 100
HC-H14-AC-457x610-FB/1P H13 A57%610%X66 6,7 50 450 100
HC-H14-AC-457x610-FB/1P H13 535x535x66 6,9 50 465 100
HC-H14-AC-457x610-FB/1P H13 575%575%66 8,0 50 535 100
HC-H14-AC-457x610-FB/1P H13 610x610x66 9,0 50 600 100
HC-H14-AC-457x610-FB/1P H13 610x762x66 11,2 50 750 100
HC-H14-AC-457x610-FB/1P H13 610x915x66 13,5 50 900 100
HC-H14-AC-457x610-FB/1P H13 762x762x66 14,0 50 940 100
HC-H14-AC-457x610-FB/1P H13 915x915%66 20,3 50 1350 100
HC-H13-AC-610x1220-FB/1P H13 610x1220%66 18,0 50 1200 100
HC-H13-AC-610x1525-FB/1P H13 610x1525%66 22,5 50 1500 100
HC-H13-AC-610x1830-FB/1P H13 610x1830%66 27,0 50 1800 100
HC-H14-AC-457x610-FB/1P H14 305x305x66 2,4 50 150 125
HC-H14-AC-305x610-FB/1P H14 305x610x66 4,7 50 300 125
HC-H14-AC-457x610-FB/1P H14 A57x457Xx66 53 50 340 125
HC-H14-AC-457x610-FB/1P H14 457x610x66 7,0 50 450 125
HC-H14-AC-535x535-FB/1P H14 535x535%66 7,2 50 465 125
HC-H14-AC-575x575-FB/1P H14 575x575x66 8,4 50 535 125
HC-H14-AC-610x610-FB/1P H14 610x610x66 9,4 50 600 125
HC-H14-AC-610x762-FB/1P H14 610x/62x66 11,7 50 750 125
HC-H14-AC-610x915-FB/1P H14 610x915x66 14,1 50 900 125
HC-H14-AC-762x762-FB/1P H14 762x762x66 14,7 50 940 125
HC-H14-AC-915x915-FB/1P H14 915x915x66 21,2 50 1350 125
HC-H14-AC-610x1220-FB/1P H14 610x1220x66 18,8 50 1200 125
HC-H14-AC-610x1525-FB/1P H14 610x1525%66 23,5 50 1500 125
HC-H14-AC-610x1830-FB/1P H14 610x1830x66 28,2 50 1800 125
UC-U15-AC-305x305-FB/1P u15 305x305x66 2,5 50 150 140
UC-U15-AC-305x610-FB/1P u15 305x610x66 5,0 50 300 140
UC-U15-AC-457x457-FB/1P u1s 457x457x66 5,6 50 340 140
UC-U15-AC-610x610-FB/1P u1s 610x610x66 10,0 50 600 140
UC-U15-AC-610x762-FB/1P u15 610x762x%66 12,5 50 750 140
UC-U15-AC-610x915-FB/1P u1s 610x915x66 15,0 50 900 140
UC-U15-AC-610x1220-FB/1P u15 610x1220x66 20,0 50 1200 140
* Other Dimensions are available on request.
Ceiling Filter - Pleat Code:1 (PH50)
250
225
| ceuscomanrr
200
;; 175 F.ilter Model Ulpa Ceiling
_;'-‘ 150 Filter Class U15 (EN1822)
5 Frame Material Aluminium -
2 e Filter Depth 66mm
s 100 : : -
"_é e Filter Dimensions  WxH (mm)
Faceguard Side Bothside “
* 0,3 0,35 0,4 0,45 0,5 0,55 0,6 0,65 0,7 0,75 Pieat Code FUEITIOT —7
" Nominal Air Velocity [m/s] Gasket type PU [ P ]
= H13 - 50mm H14 - 50mm == U15 - 50mm

ADVANCED FILTRATION FOR A BETTER FUTURE!




AIR FILTER TECHNOLOGY (EN1822)

HEPA/ULPA CEILING FILTER with Aluminium Frame (AS;69mm - PH;50mm)

Filter Model Filter Dimensions Filtration Pl'eat Nc‘>minal Initial
Class WxHxD Area Height Airflow Pressure Drop
(EN1822) (mm) (m?) (mm) (m3/h) (Pa)
HC-H13-AS-305x305-FB/1P H13 305x305x69 2,3 50 150 100
HC-H14-AS-305x610-FB/1P H13 305X610x69 4,5 50 300 100
HC-H14-AS-305x610-FB/1P H13 457x457x69 51 50 340 100
HC-H14-AS-305x610-FB/1P H13 A57%610x69 6,7 50 450 100
HC-H14-AS-305x610-FB/1P H13 535x535x69 6,9 50 465 100
HC-H14-AS-305x610-FB/1P H13 575x575%69 8,0 50 535 100
HC-H14-AS-305x610-FB/1P H13 610x610x69 9,0 50 600 100
HC-H14-AS-305x610-FB/1P H13 610x762x69 11,2 50 745 100
HC-H14-AS-305x610-FB/1P H13 510x915x69 13,5 50 900 100
HC-H14-AS-305x610-FB/1P H13 762x762x69 14,0 50 940 100
HC-H14-AS-305x610-FB/1P H13 915%915%69 20,3 50 1350 100
HC-H13-AS-610x1220-FB/1P H13 610x1220x69 18,0 50 1200 100
HC-H13-AS5-610x1525-FB/1P H13 610x1525%6< 22,5 50 1500 100
HC-H13-AS5-610x1830-FB/1P H13 610x1830%6< 27,0 50 1800 100
HC-H14-AS-305x610-FB/1P H14 610x915x6¢ 2,4 50 150 125
HC-H14-AS-305x610-FB/1P H14 305x610x6¢ 4,7 50 300 125
HC-H14-AS-305x610-FB/1P H14 457x457x69 53 50 340 125
HC-H14-AS-457x610-FB/1P H14 A57%610x6¢ 7,0 50 450 125
HC-H14-AS-535x535-FB/1P H14 535%535x6¢ 7,2 50 465 125
HC-H14-AS-575x575-FB/1P H14 575x575X6¢ 8,4 50 535 125
HC-H14-AS-610x610-FB/1P H14 610x610x6< 9,4 50 600 125
HC-H14-AS-610x762-FB/1P H14 B10x/62x6¢ 11,7 50 745 125
HC-H14-AS-610x915-FB/1P H14 610x915x6¢ 14,1 50 900 125
HC-H14-AS-762x762-FB/1P H14 762x762x65 14,7 50 940 125
HC-H14-AS-915x915-FB/1P H14 915x915%6¢ 21,2 50 1350 125
HC-H14-AS-610x1220-FB/1P H14 610%1220%6¢ 18,8 50 1200 125
HC-H14-AS-610x1525-FB/1P H14 610x1525x65 23,5 50 1500 125
HC-H14-AS5-610x1830-FB/1P H14 610x1830x6¢ 28,2 50 1800 125
UC-U15-AS-305x305-FB/1P u1s 610xE610XES 2,5 50 150 140
UC-U15-AS-305x610-FB/1P u15 305x610x68 5,0 50 300 140
UC-U15-AS-457x457-FB/1P u1s 457x457x69 5,6 50 340 140
UC-U15-AS-610x610-FB/1P u15 610X610X6E 10,0 50 600 140
UC-U15-AS-610x762-FB/1P u15 610x762%68 12,5 50 750 140
UC-U15-AS-610x915-FB/1P u15 610xI15%6E 15,0 50 900 140
UC-U15-AS-610x1220-FB/1P u15 610%1220x6¢ 20,0 50 1200 140

* Other Dimensions are available on request.

Ceiling Filter - Pleat Code:1 (PH50)
250

225 — ‘

200

175 // Filter Model Hepa Ceiling
150 _— — Filter Class H1a (en1s22) [EECHN
Frame Material Aluminium

125 // /
100 /// Filter Depth 69mm ﬁ
://

HC-H14-AS-610x610-FB/1P

Initial pressure drop [Pa]

Filter Dimensions ~ WxH (mm) 610x610

75
Faceguard Side Bothside “
50 T T T T T T T T T
0,3 0,35 0,4 0,45 0,5 0,55 0,6 0,65 0,7 0,75 Pz el PH;50mm —
Nominal Air Velocity [m/s] Gasket type PU “

= H13 - 50mm H14 - 50mm e J15 - 50mm

ADVANCED FILTRATION FOR A BETTER FUTURE!




AIR FILTER TECHNOLOGY (EN1822)

HEPA/ULPA CEILING FILTER with Aluminium Frame (AN;78mm - PH;50mm)

Filter Model Filter Dimensions Filtration Pl'eat Nc‘>minal Initial
Class WxHxD Area Height Airflow Pressure Drop
(EN1822) (mm) (m?) (mm) (m?*/h) (Pa)
HC-H13-AN-305x305-FC/1P H13 305x305x78 2,3 50 150 100
HC-H13-AN-305x610-FC/1P H13 305x610x78 4,5 50 300 100
HC-H13-AN-457x457-FC/1P H13 457x457x78 51 50 340 100
HC-H13-AN-457x610-FC/1P H13 457x610x78 6,7 50 450 100
HC-H13-AN-535x535-FC/1P H13 535x535x78 6,9 50 465 100
HC-H13-AN-575x575-FC/1P H13 575x575x78 8,0 50 535 100
HC-H13-AN-610x610-FC/1P H13 610x610x78 9,0 50 600 100
HC-H13-AN-610x762-FC/1P H13 610x762x78 11,2 50 750 100
HC-H13-AN-610x915-FC/1P H13 510x915x78 13,5 50 900 100
HC-H13-AN-762x762-FC/1P H13 762x762x78 14,0 50 940 100
HC-H13-AN-915x915-FC/1P H13 915%915%78 20,3 50 1350 100
HC-H13-AN-610x1220-FC/1P H13 610x1220x78 18,0 50 1200 100
HC-H13-AN-610x1525-FC/1P H13 610x1525x/8 22,5 50 1500 100
HC-H13-AN-610x1830-FC/1P H13 610x1830x78 27,0 50 1800 100
HC-H14-AN-305x305-FC/1P H14 305x305x78 2,4 50 150 125
HC-H14-AN-305x610-FC/1P H14 305x610x78 4,7 50 300 125
HC-H14-AN-457x457-FC/1P H14 457x457x78 53 50 340 125
HC-H14-AN-457x610-FC/1P H14 457%610x78 7,0 50 450 125
HC-H14-AN-535x535-FC/1P H14 535x535x78 7,2 50 465 125
HC-H14-AN-575x575-FC/1P H14 575x575x78 8,4 50 535 125
HC-H14-AN-610x610-FC/1P H14 610x610x78 9,4 50 600 125
HC-H14-AN-610x762-FC/1P H14 610x/62x/8 11,7 50 750 125
HC-H14-AN-610x915-FC/1P H14 610x915x78 14,1 50 900 125
HC-H14-AN-762x762-FC/1P H14 762x762X78 14,7 50 940 125
HC-H14-AN-915x915-FC/1P H14 915%915% /8 21,2 50 1350 125
HC-H14-AN-610x1220-FC/1P H14 610%1220x78 18,8 50 1200 125
HC-H14-AN-610x1525-FC/1P H14 610x1525x78 23,5 50 1500 125
HC-H14-AN-610x1830-FC/1P H14 610x1830x78 28,2 50 1800 125
UC-U15-AN-305x305-FC/1P u15 305x305x78 2,5 50 150 140
UC-U15-AN-305x610-FC/1P U15 305x61Ux75 5,0 50 300 140
UC-U15-AN-457x457-FC/1P u1s 457x457x78 5,6 50 340 140
UC-U15-AN-610x610-FC/1P u15 510%610x78 10,0 50 600 140
UC-U15-AN-610x762-FC/1P u15 610x762x78 12,5 50 750 140
UC-U15-AN-610x915-FC/1P u15 510x915%/8 15,0 50 900 140
UC-U15-AN-610x1220-FC/1P u15 610x1220x78 20,0 50 1200 140

* Other Dimensions are available on request.

Ceiling Filter - Pleat Code:1 (PH50)
250

225 — ‘

200 /?/
175 Filter Model Hepa Ceiling
150 // ] Filter Class H14 (en1s22) [V
Frame Material Aluminium

125 // /
100 /// Filter Depth 78mm “
://

HC-H14-AN-610x610-FC/1P

Initial pressure drop [Pa]

Filter Dimensions  WxH (mm) 610x610

75

Faceguard Side On Clean Side
50 T T T T T T T T R
03 03 04 045 05 055 06 06 07 075 Pleat Code prisomm  [HESE
Nominal Air Velocity [m/s] Gasket type PU “

=—=H13-50mm H14 - 50mm — J15 - 50mm

ADVANCED FILTRATION FOR A BETTER FUTURE!




AIR FILTER TECHNOLOGY (EN1822)

HEPA/ULPA CEILING FILTER with Aluminium Frame (AN;78mm - PH;50mm)

HC-H13-AD-305x305-FC/1P H13 305x305x90 2,3 50 150 100
HC-H13-AD-305x610-FC/1P H13 305x610x90 4,5 50 300 100
HC-H13-AD-457x457-FC/1P H13 457x457x90 5,1l 50 340 100
HC-H13-AD-610x610-FC/1P H13 610x610x90 9,0 50 600 100
HC-H13-AD-610x762-FC/1P H13 610x762x90 11,2 50 750 100
HC-H13-AD-610x915-FC/1P H13 610x915x90 13,5 50 900 100
HC-H13-AD-610x1220-FC/1P H13 610x1220x90 18,0 50 1200 100
HC-H14-AD-305x305-FC/1P H14 305x305x90 2,4 50 150 125
HC-H14-AD-305x610-FC/1P H14 305x610x00 4,7 50 300 125
HC-H14-AD-457x457-FC/1P H14 457x457x90 53 50 340 125
HC-H14-AD-610x610-FC/1P H14 E10x610x90 94 50 600 125
HC-H14-AD-610x762-FC/1P H14 305x305x90 11,7 50 750 125
HC-H14-AD-610x915-FC/1P H14 305x305x90 14,1 50 900 125
HC-H14-AD-610x1220-FC/1P H14 610x1220x90 18,8 50 1200 125
HC-H13-AD-305x305-FB/2P H13 305x305x90 2,9 65 150 85

HC-H13-AD-305x610-FB/2P H13 305x610x90 59 65 300 85

HC-H13-AD-457x457-FB/2P H13 457x457x90 6,6 65 340 85

HC-H13-AD-610x610-FB/2P H13 610x610x90 11,7 65 600 85

HC-H13-AD-610x762-FB/2P H13 610x762x90 14,6 65 750 85

HC-H13-AD-610x915-FB/2P H13 610x915x90 17,6 65 900 85

HC-H13-AD-610x1220-FB/2P H13 610x1220x90 23,4 65 1200 85

HC-H14-AD-305x305-FB/2P H14 305x305x90 3,1 65 150 110
HC-H14-AD-305x610-FB/2P H14 305x610%90 6,1 65 300 110
HC-H14-AD-457x457-FB/2P H14 457x457x90 6,9 65 340 110
HC-H14-AD-610x610-FB/2P H14 610xG10%90 12,2 65 600 110
HC-H14-AD-610x762-FB/2P H14 610x762x90 15,3 65 750 110
HC-H14-AD-610x915-FB/2P H14 610x915x90 18,3 65 900 110
HC-H14-AD-610x1220-FB/2P H14 610x1220x90 24,4 65 1200 110

* Other Dimensions are available on request.

HEPA Ceiling Filter - Pleat Code:2 (PH65)
240

HC-H14-AD-610x610-FB/2P

200

220 ‘

180 Filter Model Hepa Ceiling
160 Filter Class H14 (EN1822) m

Initial pressure drop [Pa]

140 Frame Material Aluminium “
120 Filter Depth 90mm “
100 Filter Dimensions  WxH (mm)
80 Faceguard Side Bothside “
60 Pleat Code PH;65mm —
0 03 035 04 045 05 055 06 065 07 075 08 08 009 Gasket type PU [ P |

Nominal Air Velocity [m/s]
= H13 - 65mm == H14 - 65mm

* For other pleat heights check the curves acc. to pleat code.

ADVANCED FILTRATION FOR A BETTER FUTURE!




AIR FILTER TECHNOLOGY (EN1822)

HEPA/ULPA CEILING FILTER with Aluminium Frame (AM;100mm - PH; 50mm & 75mm)

Filter Model Filter Dimensions Filtration Pl'eat Nc‘>minal Initial
Class WxHxD Area Height Airflow Pressure Drop
(EN1822) (mm) (m?) (mm) (m?*/h) (Pa)
HC-H13-AM-305x305-FC/1P H13 305x610x100 2,3 50 150 100
HC-H13-AM-305x610-FC/1P H13 305X610x100 4,5 50 300 100
HC-H13-AM-610x915-FC/1P H13 457x457x100 5,1l 50 340 100
HC-H13-AM-610x610-FC/1P H13 305x610x100 9,0 50 600 100
HC-H13-AM-610x762-FC/1P H13 610x762x100 11,2 50 750 100
HC-H13-AM-610x915-FC/1P H13 305x610x100 13,5 50 900 100
HC-H13-AM-610x1220-FC/1P H13 610x1220%100 18,0 50 1200 100
HC-H14-AM-305x305-FC/1P H14 305%305x100 2,4 50 150 125
HC-H14-AM-305x610-FC/1P H14 305%610x100 4,7 50 300 125
HC-H14-AM-457x457-FC/1P H14 457x457x100 53 50 340 125
HC-H14-AM-610x610-FC/1P H14 610x610x100 9,4 50 600 125
HC-H14-AM-610x762-FC/1P H14 610x762x100 11,7 50 750 125
HC-H14-AM-610x915-FC/1P H14 610x915%100 14,1 50 900 125
HC-H14-AM-610x1220-FC/1P H14 610x1220x100 18,8 50 1200 125
HC-H13-AM-305x305-FB/3P H13 305x305x100 3,4 75 150 75
HC-H13-AM-305x610-FB/3P H13 305x610x100 6,8 75 300 75
HC-H13-AM-457x457-FB/3P H13 457x457x100 7,6 75 340 75
HC-H13-AM-610x610-FB/3P H13 610x610x100 13,5 75 600 75
HC-H13-AM-610x762-FB/3P H13 610x762x100 16,9 75 750 75
HC-H13-AM-610x915-FB/3P H13 610x915x100 20,3 75 900 75
HC-H13-AM-610x1220-FB/3P H13 610x1220x100 27,0 75 1200 75
HC-H14-AM-305x305-FB/3P H14 305x305x100 3,5 75 150 90
HC-H14-AM-305x610-FB/3P H14 305x610%x100 7,1 75 300 90
HC-H14-AM-457x457-FB/3P H14 457x457x100 7,9 75 340 90
HC-H14-AM-610x610-FB/3P H14 610x610%x100 14,1 75 600 90
HC-H14-AM-610x762-FB/3P H14 610x762x100 17,6 75 750 90
HC-H14-AM-610x915-FB/3P H14 610x915%100 21,2 75 900 90
HC-H14-AM-610x1220-FB/3P H14 610x1220x100 28,2 75 1200 90

* Other Dimensions are available on request.

HEPA Ceiling Filter - Pleat Code:3 (PH75)
200

180 / ‘ HC-H14-AM-610x610-FB/3P

160 S—
/ / Filter Model Hepa Ceiling
140 / / Filter Class H14 (EN1822) m
120 Frame Material Aluminium A |
100 // Filter Depth 100mm [ m |
%0 // Filter Dimensions  WxH (mm)

// Faceguard Side Bothside “
60 .
L Pleat Code PH;75mm “

Initial pressure drop [Pa]

40

Gasket type PU
0,3 0,35 0,4 0,45 0,5 0,55 0,6 0,65 0,7 0,75 0,8 0,85 0,9

Nominal Air Velocity [m/s]
=——H13-75mm === H14 - 75mm

* For other pleat heights check the curves acc. to pleat code.

ADVANCED FILTRATION FOR A BETTER FUTURE!




AIR FILTER TECHNOLOGY (EN1822)

HEPA/ULPA CEILING FILTER with Aluminium Frame (AF;110mm - PH; 50mm & 85mm)

Filter Model Filter Dimensions Filtration Pl'eat Nc‘>minal Initial
Class WxHxD Area Height Airflow Pressure Drop
(EN1822) (mm) (m?) (mm) (m?*/h) (Pa)
HC-H13-AF-305x305-FC/1P H13 305x305x110 2,3 50 150 100
HC-H13-AF-610x762-FC/1P H13 305x610x110 4,5 50 300 100
HC-H13-AF-610x762-FC/1P H13 457x457x110 5,1l 50 340 100
HC-H13-AF-610x762-FC/1P H13 610x610x110 9,0 50 600 100
HC-H13-AF-610x762-FC/1P H13 610x762x110 11,2 50 750 100
HC-H13-AF-610x915-FC/1P H13 610x915x110 13,5 50 900 100
HC-H13-AF-610x1220-FC/1P H13 610x1220x110 18,0 50 1200 100
HC-H14-AF-305x305-FC/1P H14 305%x305x110 2,4 50 150 125
HC-H14-AF-305x610-FC/1P H14 305x610x110 4,7 50 300 125
HC-H14-AF-457x457-FC/1P H14 457x457x110 53 50 340 125
HC-H14-AF-610x610-FC/1P H14 610%x610x110 9,4 50 600 125
HC-H14-AF-610x762-FC/1P H14 610x762x110 11,7 50 750 125
HC-H14-AF-610x915-FC/1P H14 610x915x110 14,1 50 900 125
HC-H14-AF-610x1220-FC/1P H14 610x1220x110 18,8 50 1200 125
HC-H13-AF-305x305-FB/4P H13 305x305x110 3,8 85 150 70
HC-H13-AF-305x610-FB/4P H13 305x610%110 7,7 85 300 70
HC-H13-AF-457x457-FB/4P H13 457x457x110 8,6 85 340 70
HC-H13-AF-610x610-FB/4P H13 610x610x110 15,3 85 600 70
HC-H13-AF-610x762-FB/4P H13 610x762x110 19,1 85 750 70
HC-H13-AF-610x915-FB/4P H13 610x915x110 23,0 85 900 70
HC-H13-AF-610x1220-FB/4P H13 610x1220x110 30,6 85 1200 70
HC-H14-AF-305x305-FB/4P H14 305x305x110 4,0 85 150 85
HC-H14-AF-305x610-FB/4P H14 305%610x110 8,0 85 300 85
HC-H14-AF-457x457-FB/4P H14 457x457x110 9,0 85 340 85
HC-H14-AF-610x610-FB/4P H14 610xG10x110 16,0 85 600 85
HC-H14-AF-610x762-FB/4P H14 610x762x110 20,0 85 750 85
HC-H14-AF-610x915-FB/4P H14 610%x915%110 24,0 85 900 85
HC-H14-AF-610x1220-FB/4P H14 610x1220x110 32,0 85 1200 85

* Other Dimensions are available on request.

HEPA Ceiling Filter - Pleat Code:4 (PHS85)
180

160 / ‘

HC-H14-AF-610x -FB/4P

140 / / Filter Model Hepa Ceiling HC
120 Filter Class H14 (en1s22) [JIEECH
// Frame Material  Aluminium
100 ]
// Filter Depth 110mm “
30 Filter Dimensions  WxH (mm) 610x610
// Faceguard Side Bothside
60

L
7 Pleat Code PH;85mm E
[P

Initial pressure drop [Pa]

40 Gasket type PU
0,3 0,35 0,4 0,45 0,5 0,55 0,6 0,65 0,7 0,75 0,8 0,85 0,9
Nominal Air Velocity [m/s]

=—H13-85mm === H14 - 85mm

* For other pleat heights check the curves acc. to pleat code.

ADVANCED FILTRATION FOR A BETTER FUTURE!




AIR FILTER TECHNOLOGY (EN1822)

HEPA/ULPA CEILING FILTER with Aluminium Frame (AK;117mm - PH; 50mm & 90mm)

Filter Model Filter Dimensions Filtration Pl'eat Nc‘>minal Initial
Class WxHxD Area Height Airflow Pressure Drop
(EN1822) (mm) (m?) (mm) (m?*/h) (Pa)
HC-H14-AK-610x610-FC/1P H13 305x305x117 2,3 50 150 100
HC-H14-AK-610x610-FC/1P H13 305x610x117 4,5 50 300 100
HC-H14-AK-610x610-FC/1P H13 457x457x117 51 50 340 100
HC-H14-AK-610x610-FC/1P H13 610x610x117 9,0 50 600 100
HC-H14-AK-610x610-FC/1P H13 610x762x117 11,2 50 750 100
HC-H14-AK-610x610-FC/1P H13 610x915x117 13,5 50 900 100
HC-H13-AK-610x1220-FC/1P H13 610x1220x117 18,0 50 1200 100
HC-H14-AK-610x610-FC/1P H14 305x305x117 2,4 50 150 125
HC-H14-AK-610x610-FC/1P H14 305x610x117 4,7 50 300 125
HC-H14-AK-610x610-FC/1P H14 457x457x117 53 50 340 125
HC-H14-AK-610x610-FC/1P H14 610x610x11/ 9,4 50 600 125
HC-H14-AK-610x762-FC/1P H14 610x762x117 11,7 50 750 125
HC-H14-AK-610x915-FC/1P H14 610x915x117 14,1 50 900 125
HC-H14-AK-610x1220-FC/1P H14 610x1220x117 18,8 50 1200 125
HC-H13-AK-305x305-FB/5P H13 305x305x117 3,8 90 150 70
HC-H13-AK-305x610-FB/5P H13 305x610%117 7,7 90 300 70
HC-H13-AK-457x457-FB/5P H13 457x457x117 8,6 90 340 70
HC-H13-AK-610x610-FB/5P H13 610x610x117 15,3 90 600 70
HC-H13-AK-610x762-FB/5P H13 610x762x117 19,1 90 750 70
HC-H13-AK-610x915-FB/5P H13 610x915x117 23,0 90 900 70
HC-H13-AK-610x1220-FB/5P H13 610x1220x117 30,6 90 1200 70
HC-H14-AK-305x305-FB/5P H14 305x205x117 4,0 90 150 85
HC-H14-AK-305x610-FB/5P H14 305x610x117 8,0 90 300 85
HC-H14-AK-457x457-FB/5P H14 457x457x117 9,0 90 340 85
HC-H14-AK-610x610-FB/5P H14 610xG10x117 16,0 90 600 85
HC-H14-AK-610x762-FB/5P H14 610x762x117 20,0 90 750 85
HC-H14-AK-610x915-FB/5P H14 610%x915%117 24,0 90 900 85
HC-H14-AK-610x1220-FB/5P H14 610x1220x117 32,0 90 1200 85

* Other Dimensions are available on request.

HEPA Ceiling Filter - Pleat Code:5 (PH90)
180

160 ‘ HC-H14-AK-610x610-FB/5P

140 Filter Model Hepa Ceiling
120 Filter Class Hi4 (en1s22) [V
Frame Material Aluminium
100 Filter Depth 117mm “
%0 Filter Dimensions  WxH (mm) 610x610

Initial pressure drop [Pa]

Faceguard Side Bothside “
60 TS
Pleat Code PH;90mm _
40 Gasket type PU n

03 035 04 045 05 055 06 065 07 075 08 08 09
Nominal Air Velocity Im/s]
= H13 - 90mm === H14 - 90mm

* For other pleat heights check the curves acc. to pleat code.

ADVANCED FILTRATION FOR A BETTER FUTURE!




AIR FILTER TECHNOLOGY (EN1822)

HEPA/ULPA CEILING FILTER with Aluminium Frame 125mm - PH; 50mm & 100mm)

Filter Model Filter Dimensions Filtration Pl'eat Nc‘>minal Initial
Class WxHxD Area Height Airflow Pressure Drop
(EN1822) (mm) (m?) (mm) (m?*/h) (Pa)
HC-H13-AL-305x305-FC/1P H13 305x305x125 2,3 50 150 100
HC-H13-AL-305x610-FC/1P H13 305x610x125 4,5 50 300 100
HC-H13-AL-457x457-FC/1P H13 457x457x125 5,1l 50 340 100
HC-H13-AL-610x610-FC/1P H13 610x610x125 9,0 50 600 100
HC-H13-AL-610x762-FC/1P H13 610x762%125 11,2 50 750 100
HC-H13-AL-610x915-FC/1P H13 610x915x125 13,5 50 900 100
HC-H14-AL-610x1220-FC/1P H13 610x1220x125 18,0 50 1200 100
HC-H14-AL-305x305-FC/1P H14 305x305x125 2,4 50 150 125
HC-H14-AL-305x610-FC/1P H14 305x610%x125 4,7 50 300 125
HC-H14-AL-457x457-FC/1P H14 457x457x125 53 50 340 125
HC-H14-AL-610x610-FC/1P H14 610x610x125 9,4 50 600 125
HC-H14-AL-610x762-FC/1P H14 610x762x125 11,7 50 750 125
HC-H14-AL-610x915-FC/1P H14 610x915x125 14,1 50 900 125
HC-H14-AL-610x1220-FC/1P H14 610x1220x125 18,8 50 1200 125
HC-H13-AL-305x305-FB/6P H13 305x305%125 45 100 150 65
HC-H13-AL-305x610-FB/6P H13 305x610%125 9,0 100 300 65
HC-H13-AL-457x457-FB/6P H13 457x457x125 10,1 100 340 65
HC-H13-AL-610x610-FB/6P H13 610x610x125 18,0 100 600 65
HC-H13-AL-610x762-FB/6P H13 610x762x125 22,5 100 750 65
HC-H13-AL-610x915-FB/6P H13 610x915x125 27,0 100 900 65
HC-H13-AL-610x1220-FB/6P H13 610x1220x125 36,0 100 1200 65
HC-H14-AL-305x305-FB/6P H14 305x305x125 4,7 100 150 80
HC-H14-AL-305x610-FB/6P H14 305x610x125 9,4 100 300 80
HC-H14-AL-457x457-FB/6P H14 457x457x125 10,6 100 340 80
HC-H14-AL-610x610-FB/6P H14 610x610x125 18,8 100 600 80
HC-H14-AL-610x762-FB/6P H14 610x762x125 23,5 100 750 80
HC-H14-AL-610x915-FB/6P H14 610x915%125 28,2 100 900 80
HC-H14-AL-610x1220-FB/6P H14 610x1220x125 37,6 100 1200 80

* Other Dimensions are available on request.

HEPA Ceiling Filter - Pleat Code:6 (PH100)

180

160 / ‘ HC-H14-AL-610x610-FB/6P
140 / Filter Model Hepa Ceiling
120 - Filter Class Hia (en1822) (RN
/ / Frame Material Aluminium
1 // Filter Depth ~ 125mm
20 Filter Dimensions  WxH (mm) 610x610
60 // Faceguard Side Bothside
7 Pleat Code PH;100mm

40 . . . . . . . . . . .
03 035 04 045 05 055 06 065 07 075 08 08 09 Gasket type PU

Nominal Air Velocity [m/s]
= H13 - 100mm === H14 - 100mm

Initial pressure drop [Pa]

* For other pleat heights check the curves acc. to pleat code.

ADVANCED FILTRATION FOR A BETTER FUTURE!




AIR FILTER TECHNOLOGY (EN1822)

HEPA/ULPA CEILING FILTER with Aluminium Frame 125mm - PH; 50mm & 100mm)

Filter Model Filter Dimensions Filtration Pl'eat Nc‘>minal Initial
Class WxHxD Area Height Airflow Pressure Drop
(EN1822) (mm) (m?) (mm) (m?*/h) (Pa)
HC-H13-AL-305x305-FC/1P H13 305x305x125 2,3 50 150 100
HC-H13-AL-305x610-FC/1P H13 305x610x125 4,5 50 300 100
HC-H13-AL-457x457-FC/1P H13 457x457x125 5,1l 50 340 100
HC-H13-AL-610x610-FC/1P H13 610x610x125 9,0 50 600 100
HC-H13-AL-610x762-FC/1P H13 610x762%125 11,2 50 750 100
HC-H13-AL-610x915-FC/1P H13 610x915x125 13,5 50 900 100
HC-H14-AL-610x1220-FC/1P H13 610x1220x125 18,0 50 1200 100
HC-H14-AK-610x610-FC/1P H14 305x305x150 2,4 50 150 125
HC-H14-AK-610x610-FC/1P H14 305x610x150 4,7 50 300 125
HC-H14-AK-610x610-FC/1P H14 457x457x150 53 50 340 125
HC-H14-AK-610x610-FC/1P H14 610x610x150 9,4 50 600 125
HC-H14-AK-610x610-FC/1P H14 610x762x150 11,7 50 750 125
HC-H14-AK-610x610-FC/1P H14 610x915x150 14,1 50 900 125
HC-H14-AX-610x1220-FC/1P H14 610x1220x150 18,8 50 1200 125
HC-H14-AK-610x610-FC/1P H13 305x305x150 5,6 125 150 55
HC-H14-AK-610x610-FC/1P H13 305x610%150 11,3 125 300 55
HC-H14-AK-610x610-FC/1P H13 457x457x150 12,6 125 340 55
HC-H14-AK-610x610-FC/1P H13 610%610x150 22,5 125 600 55
HC-H14-AK-610x610-FC/1P H13 610x762x150 28,1 125 750 55
HC-H14-AK-610x610-FC/1P H13 610x915x150 33,8 125 900 55
HC-H13-AX-610x1220-FB/7P H13 610x1220x150 45,0 125 1200 55
HC-H14-AK-610x610-FC/1P H14 305x305x150 59 125 150 70
HC-H14-AK-610x610-FC/1P H14 305x610x150 11,8 125 300 70
HC-H14-AK-610x610-FC/1P H14 457x457x150 13,2 125 340 70
HC-H14-AK-610x610-FC/1P H14 610x610x150 23,5 125 600 70
HC-H14-AK-610x610-FC/1P H14 610x762x150 29,4 125 750 70
HC-H14-AX-610x915-FB/7P H14 610%x915%150 35,3 125 900 70
HC-H14-AX-610x1220-FB/7P H14 610x1220x150 47,0 125 1200 70

* Other Dimensions are available on request.

HEPA Ceiling Filter - Pleat Code:7 (PH125)
150

135 // ‘ HC-H14-AX-610x610-FB/7P

120
Filter Model Hepa Ceilin, HC
10 / / 0 g
/ / Filter Class H14 (EN1822) m
90 / / Frame Material Aluminium
75 Filter Depth 150mm “
o // Filter Dimensions  WxH (mm) GG
/ Faceguard Side Bothside
45 /

Pleat Code PH;125mm

Initial pressure drop [Pa]

30

03 035 04 045 05 055 06 065 07 075 08 085 09 Gasket type PU “

Nominal Air Velocity [m/s]
=—H13 - 125mm w14 - 125mm

* For other pleat heights check the curves acc. to pleat code.

ADVANCED FILTRATION FOR A BETTER FUTURE!




AIR FILTER TECHNOLOGY (EN1822)

HEPA/ULPA CEILING FILTER with MDF Frame (MN;78mm - PH;50mm)

Filter Model Filter Dimensions Filtration Pl'eat Nc‘>minal Initial
Class WxHxD Area Height Airflow Pressure Drop
(EN1822) (mm) (m?) (mm) (m?*/h) (Pa)
HC-H13-MN-305x305-FW/1P H13 305x305x78 2,3 50 150 100
HC-H13-MN-915x915-FW/1P H13 305x610x78 4,5 50 300 100
HC-H13-MN-915x915-FW/1P H13 457x457x78 5,1l 50 340 100
HC-H13-MN-915x915-FW/1P H13 457x610x78 6,7 50 450 100
HC-H13-MN-535x535-FW/1P H13 305x305x90 6,9 50 465 100
HC-H13-MN-915x915-FW/1P H13 575x575x78 8,0 50 535 100
HC-H13-MN-915x915-FW/1P H13 610x610x78 9,0 50 600 100
HC-H13-MN-915x915-FW/1P H13 6510x762x78 11,2 50 750 100
HC-H13-MN-915x915-FW/1P H13 610x915x78 13,5 50 900 100
HC-H13-MN-762x762-FW/1P H13 762x762x78 14,0 50 940 100
HC-H13-MN-915x915-FW/1P H13 915x915%x78 20,3 50 1350 100
HC-H13-MN-610x1220-FW/1P H13 610x1220x78 18,0 50 1200 100
HC-H13-MN-610x1525-FW/1P H13 610x1525x78 22,5 50 1500 100
HC-H13-MN-610x1830-FW/1P H13 610x1830x78 27,0 50 1800 100
HC-H14-MN-305x305-FW/1P H14 305x305x78 2,4 50 150 125
HC-H14-MN-305x610-FW/1P H14 205%610%78 4,7 50 300 125
HC-H14-MN-457x457-FW/1P H14 457x457x78 53 50 340 125
HC-H14-MN-457x610-FW/1P H14 A57x610x78 7,0 50 450 125
HC-H14-MN-535x535-FW/1P H14 535x535x78 7,2 50 465 125
HC-H14-MN-575x575-FW/1P H14 575x575x78 8,4 50 535 125
HC-H14-MN-610x610-FW/1P H14 610x610x78 9,4 50 600 125
HC-H14-MN-610x762-FW/1P H14 610x/62x/8 11,7 50 750 125
HC-H14-MN-610x915-FW/1P H14 610x915x78 14,1 50 900 125
HC-H14-MN-762x762-FW/1P H14 762x762x783 14,7 50 940 125
HC-H14-MN-915x915-FW/1P H14 915x915x78 21,2 50 1350 125
HC-H14-MN-610x1220-FW/1P H14 610x1220x78 18,8 50 1200 125
HC-H14-MN-610x1525-FW/1P H14 610X1525x78 23,5 50 1500 125
HC-H14-MN-610x1830-FW/1P H14 610x1830x78 28,2 50 1800 125

* Other Dimensions are available on request.

HEPA Ceiling Filter - Pleat Code:1 (PH50)
250

225
200 —

HC-H13-MN-610x610-FW/1P

Filter Model Hepa Ceiling

175 /
150 ] Filter Class H13 (EN1822)
/ / Frame Material MDF
125
// Filter Depth 78mm
100
// Filter Dimensions ~ WxH (mm)

Initial pressure drop [Pa]

v |
|

75
i Faceguard Side Without
50 T T T T T T T T
03 035 04 0,45 0,5 0,55 0,6 0,65 07 0,75 IFLEE EIEl gRonn —
Nominal Air Velocity [m/s] Gasket type PU —

=—H13 - 50mm === H14 - 50mm




AIR FILTER TECHNOLOGY (EN1822)

HEPA CEILING FILTER with MDF Frame (MX;150mm - PH;125mm)

. Filter Dimensions Filtration Pleat Nominal Initial
Filter Model

Class WxHxD Area Height Airflow Pressure Drop
(EN1822) (mm) (m?) (mm) (m3/h) (Pa)

H13 575x575x150 8,0 50
HC-H14-MX-610x762-FW/1P H13 457x457x150 5,1 50 340 100
H13 305x610x100 11,2 50
HC-H14-MX-610x762-FW/1P H13 457x610x150 6,7 50 450 100
HC-H14-MX-610x762-FW/1P H13 535%x535x150 6,9 50 465 100
H13 762x762x150 14,0 50 940
HC-H14-MX-610x762-FW/1P 535 100
HC-H14-MX-610x762-FW/1P H13 610x610x150 9,0 50 600 100
H13 €10x1220x150 18,0 50 1200
HC-H14-MX-610x762-FW/1P 750 100
HC-H14-MX-610x762-FW/1P H13 305x610x100 13,5 50 900 100
H13 610x1830x150 27,0 50 1800
HC-H14-MX-610x762-FW/1P 100
HC-H14-MX-610x762-FW/1P H13 915x915x150 20,3 50 1350 100
HC-H13-MX-610x1220-FW/1P H14 2305x610x150 4,7 50 300 100
HC-H14-MX-610x762-FW/1P H14 457x457x150 53 50 340 125
HC-H13-MX-610x1830Fy 1P H14 457x610x150 7,0 50 450 100
HC-H14-MX-610x762-FW/1P H14 535x535x150 7,2 50 465 125
HEHIARBCEIBTE F/EE  H14 84 50 53 132
HC-H14-MX-610x762-FW/1P H14 610x610x150 9,4 50 600 125
HC-H14-MX-610x762-FW/1P H14 610x/62x150 11,7 50 750 Hé
HC-H14-MX-610x915-FW/1P H14 610x915x150 14,1 50 900 125
HC-H14-MX-762x762-FW/1P H14 762x762x150 14,7 50 940 125
HC-H14-MX-915x915-FW/1P H14 915x915x150 21,2 50 1350 125
HC-H14-MX-610x1220-FW/1P H14 610x1220x150 18,8 50 1200 125
HC-H14-MX-610x1525-FW/1P H14 610x1525x150 23,5 50 1500 125
HC-H14-MX-610x1830-FW/1P H14 610%1830x150 28,2 50 1800 125

* Other Dimensions are available on request.

HEPA Ceiling Filter - Pleat Code:1 (PH50)
250

22 HC-H13-MX-610x610-FW/1P
200 —

/ Filter Model Hepa Ceiling
[ H13 |
[ ™|
[ x|

175 /
] i H13 (EN1822
150 Filter Class ( )
/ / Frame Material MDF
125
// Filter Depth 150mm
100
// Filter Dimensions  WxH (mm)
75

Initial pressure drop [Pa]

Faceguard Side Without
>0 ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ Pleat Code PH;50mm
03 0,35 04 0,45 0,5 0,55 0,6 0,65 0,7 0,75 ;
Gasket type PU

Nominal Air Velocity [m/s]

=—=H13 - 50mm == H14 - 50mm

* For other pleat heights check the curves acc. to pleat code.



AIR FILTER TECHNOLOGY (EN1822)

HEPA CEILING FILTER with MDF Frame (MX;150mm - PH;125mm)

Filter Model Filter Dimensions Filtration Pl'eat Nc‘>minal Initial
Class WxHxD Area Height Airflow Pressure Drop
(EN1822) (mm) (m?) (mm) (m3/h) (Pa)
HC-H14-MX-610x762-FW/1P H13 305%610x100 4,5 125 150 65
HC-H14-MX-610x762-FW/1P H13 305x610x100 9,0 125 300 65
HC-H14-MX-610x762-FW/1P H13 457x457x150 10,1 125 340 65
HC-H14-MX-610x762-FW/1P H13 45 /%510x150 13,5 125 450 65
HC-H14-MX-610x762-FW/1P H13 915x915x150 13,9 125 465 65
HC-H14-MX-610x762-FW/1P H13 575x575x150 16,0 125 535 65
HC-H14-MX-610x762-FW/1P H13 305%610x100 18,0 125 600 65
HC-H14-MX-610x762-FW/1P H13 305x610x100 34,8 125 750 65
HC-H14-MX-610x762-FW/1P H13 610x915%150 27,0 125 900 65
HC-H14-MX-610x762-FW/1P H14 610x1220%90 4,7 25 150 80
HE:-H14-Mx-686%298-FW/3B Hi3 816%935%5456 b i35 =) 8B
HC-H14-MX-457x457-FW/7P H14 457x457x150 10,6 128 BAY 80
HE-H13-MX-a39x4385-YY72P Hi3 ELFBISAARD 42,9 1285 anY 8B
HC-H14-MX-535x535-FW/7P H14 575x575x150 14,5 125 1560 8b
HC-H14-MX-575x575-FW/7P H14 575x575%150 16,7 125 535 80
HC-H14-MX-610x610-FW/7P H14 610x1220%90 18,8 125 600 80
HC-H14-MX-610x762-FW/7P H14 610x1220x90 23,5 125 750 80
HC-H14-MX-610x915-FW/7P H14 610x915x150 28,2 125 900 80
HC-H14-MX-762x762-FW/7P H14 762x762x150 29,3 125 940 80
HC-H14-MX-915x915-FW/7P H14 915x915x150 42,3 125 1350 80
HC-H14-MX-610x1220-FW/7P H14 610x1220x150 37,6 125 1200 80
HC-H14-MX-610x1525-FW/7P H14 610x1525x150 47,0 125 1500 80
HC-H14-MX-610x1830-FW/7P H14 610x1830x150 56,4 125 1800 80

* Other Dimensions are available on request.

HEPA Ceiling Filter - Pleat Code:7 (PH125)

150
135 —
- HC-H13-MX-610x610-FW/7P
5 120 /
a . Y
s 105 / // Filter Model Hepa Ceiling
; 00 / / Filter Class H13 (EN1822) m
2 Frame Material MDF
i s o
£ _— tervepth  1somm (R
£ 60 I——
< / Filter Dimensions ~ WxH (mm) 610x610
45 / Faceguard Side Without m
30 Pleat Cod PH;125mm 7
03 035 04 045 05 055 06 065 07 075 08 085 09 eat oce i !
Nominal Air Velocity [m/s] Gasket type PU “
m—H13 - 125mm w14 - 125mm

* For other pleat heights check the curves acc. to pleat code.

ADVANCED FILTRATION FOR A BETTER FUTURE!




AIR FILTER TECHNOLOGY (EN1822)

HIGH CAPACITY HEPA FILTER with V-MODUL Design (METAL)

Specifications

* Service life, less maintenance

* Low pressure drop, less energy consumption
« Guaranteec leak-free

* Compact and strong construction

* Metal Frame, minimum risk of damage

Filter Class; E10- E11- E12 - H13 - H14

Sealing Compound; Two component polyurethane
Flammability Class; K2/F2 (K1/F1 available)

Design; V-Modul

Gasket; EPDM, EPDM Flat continous and PU Foam

Media; High quality glass fibre
Separators; Hotmelt

Max. Operating Temperature; 75°C ("-T"; 120°C)
Max. Final Pressure Drop; 600 Pa

Frame type; Galvanized Steel (Stainless Steel available)

High Capacity Hepa Filters with V-Modul design filters are
manufactured according to international dimensions. They are
designed for the special systems such as in supply and exhaust air
systems in industry, cleanroom applications, medical and nuclear

installations.

High Capacity Hepa Filters with V-design filter mats are ready to use
for face velocities up to 3m/s (air volumes up to 4000m3/h) in several
pack densities / casing / gasket materials.

Filtration area and pleat type designed with the optimum

value are more important for performans of filters. The filters

having large filter surface area offer a good solution with H13

lower operating costs and significantly reducing energy G30 3000

consumption. H14 30 250
H13 37 230

G40 4000

H14 40 300

HEPA and ULPA filters are tested and certifiec individually according
tto EN1822 with the advanced technology. We would recommend
the higher grades of prefilters to increase the service life of the
ceiling filters.

H

HV-H14-G30-610x610/C

Applications: Industrial processes like microelectranics, medicine,
pharma, the food industry, microbiology, chemistry, laboratories,
hospital and hospital operating theatres, laminar flow boxes, fan
filter units, nuclear energy and nuclear research.

Filter Type L > Faceguarc
HHV  :High Capacity HEPA Filter with V-MODUL Design C: EPDM Flat Continous
UHV  :High Capacity ULPA Filter with V-MODUL Design P :PuFoam E:EPDM
Widht x Height
{(mm x mm)
Filter Class (EN1822) —
HI3 H14 UI5 WxH
) )
FrameType <+ ~——>  Filter Capacity

G :Galvanized Steel
S :Stainless Steel

A :Aluminium Steel

ADVANCED FILTRATION FOR A

30 :3000m?*/h
40 :4000m3*/h

* Related to filter size (610x610mm)

BETTER FUTURE!




AIR FILTER TECHNOLOGY (EN1822)

HIGH CAPACITY HEPA FILTER with V-MODUL Design (METAL) (G30)

. Filter Dimensions Filtration Pleat Nominal Initial
Filter Model . .
Class WxHxD Area Design Airflow Pressure Drop

(EN1822) (mm) (m?) (m3/h) (Pa)
HHV-H13-G30-305x305/C H13 305x305x292 6,5 V-Modul 750 250
HHV-H13-G30-287x592/C H13 287x592x292 13,0 V-Modul 1500 250
HHV-H13-G30-305x610/C H13 305X610x292 13,0 V-Modul 1500 250
HHV-H13-G30-457x610/C H13 457x610x292 19,5 V-Modul 2250
HHV-H13-G30-592x592/C H13 592x592x292 26,0 V-Modul 3000 250
HHV-H13-G30-610x610/C H13 610x610x292 26,0 V-Modul 3000
HHV-H13-G30-610x762/C H13 610x762x292 32,5 V-Modul 3750 250
HHV-H14-G30-305x305/C H14 305x305x292 7,5 V-Modul 750 250
HHV-H14-G30-287x592/C H14 287x502x292 15,0 V-Modul
HHV-H14-G30-305x610/C H14 305x610x292 15,0 V-Modul 1500 250
HHV-H14-G30-457x610/C H14 A57x610x292 22,5 V-Modul
HHV-H14-G30-592x592/C H14 592x592x292 30,0 V-Modul 3000 250
HHV-H14-G30-610x610/C H14 610x610x292 30,0 V-Modul

HIGH CAPACITY HEPA FILTER with with V-MODUL
300 —

: =
I
I
I
I
]

225

200 =
s =

150
=
100

75 ,/ =

50 / ‘ ‘ ‘ ‘ ‘ : :
1000 1250 1500 1750 2000 2250 2500 2750 3000 3250 3500 3750 4000

Nominal Air Flow [m*/h] for 610x610mm
———H13-H14 (V-G30)  =——H13 (V-G40) —— H14 (V-G40)

\

Initial pressure drop [Pa]

*According to 610x610 dimensions

ADVANCED FILTRATION FOR A BETTER FUTURE!




AIR FILTER TECHNOLOGY (EN1822)

HIGH CAPACITY HEPA FILTER with V-MODUL Design (METAL) (G40)

Filter Dimensions Filtration Pleat Nominal Initial
Filter Model

Class WxHxD Design Airflow Pressure Drop
(EN1822) (mm) (m3/h) ()

HHV-H13-G40-305x305/C H13 305x305x292 9,3 V-Modul 1000 290
HHV-H13-G40-287x592/C H13 287x592x292 18,5 V-Modul 2000 290
HHV-H13-G40-305x610/C H13 305X610x292 18,5 V-Modul 2000 290
HHV-H13-G40-457x610/C H13 457x610x292 27,7 V-Modul 3000
HHV-H13-G40-592x592/C H13 592x592x292 37,0 V-Modul 4000 290
HHV-H13-G40-610x610/C H13 610x610x292 37,0 V-Modul 4000
HHV-H13-G40-610x762/C H13 610x762x292 46,0 V-Modul 5000 290
HHV-H14-G40-305x305/C H14 305x305x292 10,0 V-Modul 1000 300
HHV-H14-G40-287x592/C H14 287x592x292 20,0 V-Modul

HHV-H14-G40-305x610/C H14 305x610%x292 20,0 V-Modul 2000 300
HHV-H14-G40-457x610/C H14 457x610x292 30,0 V-Modul

HHV-H14-G40-592x592/C H14 592x592x292 40,0 V-Modul 4000 300
HHV-H14-G40-610x610/C H14 610x610x292 40,0 V-Modul

HIGH CAPACITY HEPA FILTER with with V-MODUL
300 —

e -
e e 610x610/C
295 / //
200 / //

e - =

125 / /

- =

100
75 ,///
50 / *According to 610x610 dimensions

T T T T T T T T T T T T

1000 1250 1500 1750 2000 2250 2500 2750 3000 3250 3500 3750 4000
Nominal Air Flow [m3/h] for 610x610mm

—— H13-H14 (V-G30) —H13 (V-G40) —— H14 (V-G40)

Initial pressure drop [Pa]
I
n
o

ADVANCED FILTRATION FOR A BETTER FUTURE!




AIR FILTER TECHNOLOGY (EN1822)

HIGH CAPACITY HEPA FILTER with SINGLE PLEAT (METAL)

Specifications

* Single Pleat e For high air flow applications
* Low pressure drop, less energy consumption * High quality glass fibre media
« Guaranteec leak-free = Available in all grades
* Available in all grades * Optimized velocity distribution
Filter Class; H13 - H14 Media; High quality glass fibre -~
Sealing Compound; Polyurethane Separators; Hotmelt
Flammability Class; K2/H2 for Normal Temp. Max. Operating Temperature; 75°C
Faceguard; Available on request Max. Final Pressure Drop; 600 Pa
Gasket; EPDM, EPDM Flat continous and PU Foam Frame type; Galvanized, Alu. anc Stainless Steel
Fitiation |71 ressure
610x610mm | @ 'Fldw; ; High capacity HEPA filters with single pleat protect people,
(EN1822) ) Pa) equipment and processes from airborne particulate
: contamination. This type of filters are used in air ventilation
G20 H13 18 240 . L - . k
2000 125 and air conditioning plants requiring high or very high levels of
M20 H14 20 250 air purity. They are designed for laminar flow units, air
handling units and clean room systems.
H13 26 250
G30
M30 150
H14 30 270

Other frame depths are available for special applications

Applications: Industrial processes like microelectronics, Filtration area and pleat height designed with the optimum
medicine, pharma, the food industry, microbiology, value are more important for performans of filters. The filters
chemistry, laboratories, hospital and hospital operating having high pleat height offer a good solution with lower
theatres, laminar flow boxes, fan filter units, nuclear energy operating costs and significantly reducing energy

and nuclear research. consumption.

HEPA and ULPA filters are tested and certified individually
according tto EN1822 with the advanced technology. We
would recommend the higher grades of prefilters to increase
the service life of the ceiling filters.

20-610x610-FC/C

Filter Type <

Gasket

EHS :High Capacity EPA Filter with Single Pleat P :PuFoam E :EPDM

HHS  :High Capacity HEPA Filter with Single Pleat C :EPDM Flat Continous

Filter Class (EN1822) Faceguarc
E10  H13 FB :BothSides  FD :Dirty Side
E11 H14 FC :Clean Side FW :Without
E12 —— " WidhtxHeight

Frame Type — = Filter Capacity* (mm x mm)

G :Galvanized Steel S :Stainless Steel 20 :2000m*/h W x H

A :Aluminium Steel M :MDF 30 :3000m3/h

* Related to filter size (610x610mm)

ADVANCED FILTRATION FOR A BETTER FUTURE!




AIR FILTER TECHNOLOGY (EN1822)

HIGH CAPACITY HEPA FILTER with SINGLE pleat (METAL) (G20 - PH;125mm)

Filter Dimensions Filtration Nominal Initial
Filter Model

Class WxHxD Area Airflow Pressure Drop
(EN1822) (mm) (m?) (m?/h) (Pa)

HHS-H13-G20-305x305-FC/C H13 305x%305%292 4,5 125 500 240
HHS-H13-G20-305x610-FC/C H13 305x610x2Y2 9,0 125 1000 240
HHS-H13-G20-457x610-FC/C H13 575x575x150 13,5 125 1500 240
HHS-H13-G20-610x610-FC/C H13 610x610x292 18,0 125 2000 240
HHS-H13-G20-610x762-FC/C H13 610x915x292 22,5 125 2500 240
HHS-H13-G20-610x915-FC/C H13 610x915x292 27,0 125 3000 240
HHS-H13-G20-610x1220-FC/C H13 610x1220x292 36,0 125 4000 240
HHS-H14-G20-305x305-FC/C H14 610x915x292 5,0 125 500 250
HHS-H14-G20-305x610-FC/C H14 610x915x292 10,0 125 1000 250
HHS-H14-G20-457x610-FC/C H14 457x457x292 15,0 125 1500 250
HHS-H14-G20-610x610-FC/C H14 610x915x292 20,0 125 2000 250
HHS-H14-G20-610x762-FC/C H14 610x915x292 25,0 125 2500 250
HHS-H14-G20-610x915-FC/C H14 610x915x292 30,0 125 3000 250
HHS-H14-G20-610x1220-FC/C H14 610x1220x292 40,0 125 4000 250

Other dimensions are available on request.

HIGH CAPACITY HEPA FILTER with SINGLE PLEATH

‘ HHS-H14-G20-610x610-FC/C

®
‘E‘; Filter Model Single Pleat
T Filter Class H14 (EN1822)
é Frame Material Galvanized
é Nominal Capacity* 2000m3/h
:‘_;‘ Filter Dimensions ~ WxH (mm)
Faceguard Side Clean Side
100 ; ; T T T Gasket EPDM Flat
1000 1250 1500 e —_— 2000 2250 2500 +According to 510x610 dimensions
— H13 (G20) ——H14(G20)

ADVANCED FILTRATION FOR A BETTER FUTURE!




AIR FILTER TECHNOLOGY (EN1822)

HIGH CAPACITY HEPA FILTER with SINGLE pleat (METAL) (G30 - PH;150mm)

Filter Dimensions Filtration Nominal Initial
Filter Model

Class WxHxD Area Airflow Pressure Drop
(EN1822) (mm) (m?) (m?/h) (Pa)

HHS-H13-G30-305x305-FC/C H13 610x915x292 6,5 150 750 250
HHS-H13-G30-305x610-FC/C H13 610x915x292 13,0 150 1500 250
HHS-H13-G30-457x610-FC/C H13 575x575x150 19,5 150 2250 250
HHS-H13-G30-610x610-FC/C H13 610x915x292 26,0 150 3000 250
HHS-H13-G30-610x762-FC/C H13 610x762x292 32,5 150 3750 250
HHS-H13-G30-610x915-FC/C H13 610x915x292 39,0 150 4500 250
HHS-H13-G30-610x1220-FC/C H13 610x1220x292 52,0 150 6000 250
HHS-H14-G30-305x305-FC/C H14 305x305x292 7,5 150 750 270
HHS-H14-G30-305x610-FC/C H14 305%610x292 15,0 150 1500 270
HHS-H14-G30-457x610-FC/C H14 457x457x292 22,5 150 2250 270
HHS-H14-G30-610x610-FC/C H14 610x610x292 30,0 150 3000 270
HHS-H14-G30-610x762-FC/C H14 610x762x292 37,5 150 3750 270
HHS-H14-G30-610x915-FC/C H14 610x915x292 45,0 150 4500 270
HHS-H14-G30-610x1220-FC/C H14 610x1220x292 60,0 150 6000 270

Other dimensions are available on request.

HIGH CAPACITY HEPA FILTER with SINGLE PLEATH
300 —

7 — HHS-H14-G20-610x610-FC/C
250 // : : : X -F¢/
_—

T

% z;z // Filter Model Single Pleat

E 175 // Filter Class H14 (EN1822)

% 150 // Frame Material Galvanized

; 125 // Nominal Capacity® 3000m?3/h

E 100 // Filter Dimensions ~ WxH (mm)
75 ,/ Faceguard Side On Clean Side
50 T T T T T Gasket EPDM Flat

T T T T
1000 1250 1500 1750 2000 2250 2500 2750 3000 3250 3500
Nominal Air Flow [m3/h]

— H13 (G30) —— H14 (G30)

*According to 610x610 dimensions

ADVANCED FILTRATION FOR A BETTER FUTURE!




AIR FILTER TECHNOLOGY (EN1822)

HIGH CAPACITY HEPA FILTER with SINGLE pleat (MDF) (M20 - PH;125mm)

Filter Dimensions Filtration Nominal Initial
Filter Model

Class WxHxD Area Airflow Pressure Drop
(EN1822) (mm) (m?) (m?/h) (Pa)

HHS-H13-M20-305x305-FW/P H13 610x915x292 4,5 125 500 240
HHS-H13-M20-305x610-FW/P H13 305x610x292 9,0 125 1000 240
HHS-H13-M20-457x610-FW/P H13 45 /x610x292 13,5 125 1500 240
HHS-H13-M20-457x610-FW/P H13 610x610x292 18,0 125 2000 240
HHS-H13-M20-457x610-FW/P H13 610x762x292 22,5 125 2500 240
HHS-H13-M20-610x915-FW/P H13 610x915x292 27,0 125 3000 240
HHS-H14-M20-610x1220-FW/P H13 610x1220x292 36,0 125 4000 240
HHS-H13-M20-457x610-FW/P H14 305x305x292 5,0 125 500 250
HHS-H13-M20-457x610-FW/P H14 305x610x292 10,0 125 1000 250
HHS-H14-M20-457x610-FW/P H14 457x457x292 15,0 125 1500 250
HHS-H14-M20-610x610-FW/P H14 610x610x292 20,0 125 2000 250
HHS-H14-M20-610x762-FW/P H14 610x762x292 25,0 125 2500 250
HHS-H14-M20-610x915-FW/P H14 610x915%292 30,0 125 3000 250
HHS-H14-M20-610x1220-FW/P H14 610x1220x292 40,0 125 4000 250

Other dimensions are available on request.

HIGH CAPACITY HEPA FILTER with SINGLE PLEATH
300 ~ -
275 // ‘
250 //
// Filter Model Single Pleat

HHS-H13-M20-610x610-FW/P

©
&
-3
o 225 .
° Filter Class H13 (EN1822)
5 200
; Frame Material MDF
[
= 175 Nominal Capacity* 2000m3/h
[
£ 1% Filter Dimensions  WxH (mm)
125 Faceguard Side Without
100 ; ; ; T T Gasket Pu Foam
1000 1250 1500 2000 2250 2500 . . N
o Nominal Ain}ZIi’:?:v (m/h] *According to 610x610 dimensions
—— H13 (M20) —— H14 (M20)

ADVANCED FILTRATION FOR A BETTER FUTURE!




AIR FILTER TECHNOLOGY (EN1822)

HIGH CAPACITY HEPA FILTER with SINGLE pleat (MDF) (M30 - PH;150mm)

Filter Dimensions Filtration Nominal Initial
Filter Model

Class WxHxD Area Airflow Pressure Drop
(EN1822) (mm) (m?) (m?/h) (Pa)

HHS-H13-M30-305x305-FW/P H13 305x305%292 6,5 150 750 250
HHS-H13-M30-305x610-FW/P H13 305x610x292 13,0 150 1500 250
HHS-H13-M30-457x610-FW/P H13 45 /x610x292 19,5 150 2250 250
HHS-H13-M30-610x610-FW/P H13 610x610x292 26,0 150 3000 250
HHS-H13-M30-610x762-FW/P H13 610x762x292 32,5 150 3750 250
HHS-H13-M30-610x915-FW/P H13 610x915x292 39,0 150 4500 250
HHS-H13-M30-610x1220-FW/P H13 610x1220x292 52,0 150 6000 250
HHS-H14-M30-305x305-FW/P H14 305x305x292 7,5 150 750 270
HHS-H13-M20-457x610-FW/P H14 305x610x292 15,0 150 1500 270
HHS-H14-M30-457x610-FW/P H14 457x457x292 22,5 150 2250 270
HHS-H14-M30-610x610-FW/P H14 610x610x292 30,0 150 3000 270
HHS-H14-M30-610x762-FW/P H14 610x762x292 37,5 150 3750 270
HHS-H14-M30-610x915-FW/P H14 610x915%292 45,0 150 4500 270
HHS-H14-M30-610x1220-FW/P H14 610x1220x292 60,0 150 6000 270

Other dimensions are available on request.

HIGH CAPACITY HEPA FILTER with SINGLE PLEATH

300
275 / ‘

HHS-H13-M30-610x610-FW/P

250 //

™
g //
g 225 // Filter Model Single Pleat
5 200 )
s // Filter Class H13 (EN1822)
? Frame Material MDF
Lo —
'_‘: 125 // Nominal Capacity® 3000m?3/h
£ // Filter Dimensions  WxH (mm)
100
75 / Faceguard Side Without
50 . . . T Gasket Pu Foam

1000 1250 1500 1750 2000 2250 2500 2750 3000 3250 3500
Nominal Air Flow [m3/h]
e H13 (M30) ——H14 (M30}

*According to 610x610 dimensions

ADVANCED FILTRATION FOR A BETTER FUTURE!




AIR FILTER TECHNOLOGY (EN1822)

GEL TYPE HEPA/ULPA CEILING FILTER with Aluminium Frame (ANJ;80mm - PH;42mm)

Specifications

* Optimized velocity distribution

* Low pressure drop, less energy consumption
e Guaranteec leak-free

* Available in all grades

Filter Class; H13 - H14 - U15

Sealing Compound; Two component polyurethane Separators; Hotmelt

Frame type; Anodized, extruded aluminium Flammability Class; K2/F2 for normal Temp.
Faceguard; Aluminium sheet, powder coatec Max. Final Pressure Drop; 600 Pa
Gasket; GEL Max. Operating Temperature; 75°C

High-efficiency HEPA Ceiling Gel Type filters
protect people, equipment and processes
from airborne particulate contamination.
Gel Type HEPA Ceiling filters are used in air
ventilation and air conditioning plants
requiring high or very high levels of air
purity. They are designed for clean room
ceilings and clean work tables to provide
laminar flow.

Applications: Industrial processes like
microelectronics, medicine, pharma, the
food industry, microbiology, chemistry,
laboratories, hospital and hospital operating
theatres, laminar flow boxes, fan filter
units, nuclear energy and nuclear research

14-AMJ:

-610x610-FB/MG

Filter Type «— > Gasket
G: Gel Gasket
Pleat Height
N :42mm M :68mm
H13 H14  Uu1s ) 55mm | 92mm
—
Frame Type — FD :Dirty Side
Aluminium FC FW :Without
D — —>  widht x Height
NJ :80mm  MJ :104mm (mm x mm)
J :91mm L) :128mm W xH

ADVANCED FILTRATION FOR A BETTER FUTURE!






